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Standen UniPlus 
Stone and Clod 
Separator

Standard Uniplus Destoner Features:

- 1500mm, 1700mm, and  Special 2400mm Wide Models Available

- Large diameter 1140mm serrated intake discs ensure blockage free feed-in
- Quiet, reliable, low maintenance toothed belt drives
- Open plan; excellent driver visibility
- Clear under chassis; no axle or cross beams
- CAN-bus electronics, user friendly control pod
- Hydraulic boulder box option
- Axle steering, wheel position indicator
- Automatic depth control via large sensing roller for even quality beds.
- No axle or cross beams; best for bed finish.
- Strong heavy-duty shares and steel intake roller assists feed in
- Hydraulic Reversible Scrubber Web, speed and direction from tractor cab
- Draper Web over 4th separating web, pressure adjustable from tractor cab (All Web 
model only)

Optional UniPlus Destoner Features:

Braked Axle

Standard drawbar



Hydraulic drawbar

Drawbar jack

Long front chassis with larger intake discs

Infill rings

Hydraulically driven front agitator

Boulder box

Vari-flow – short web

Draper web – manual

Draper web – electric

Rear draper web

Single clod mat

Double clod mat

Electric adjustment of clod mat

Stone elevator

Central greasing kit


